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Sealflex Primer is a waterbased 100% acrylic primer for concrete and plaster.
It forms the basis for subsequent coatings and various Hitchins systems.

PRODUCT SPECIFICATION

USES

Appropriate primers should be used depending on the type of substrates:

 • Sealflex Primer is generally used to seal or prime substrates such as plaster,  
   concrete, porous stone, brick and masonry.
 • Sealflex Solvent Primer - for dense and powdery substrates.

SUBSTRATE PREPARATION

The substrate must be dry, clean, free of dust and oil. Imperfections and gaps in the 
substrate should be filled using a suitable filler.

DESCRIPTION: Sealflex Primer is a general purpose, water-based primer

COLOUR: Available in white and light-grey

CONTAINER SIZE: 20 litre pails

SHELF LIFE: 2 years in unopened containers

SOLIDS: 36% by volume

MINIMUM APPLICATION TEMPERATURE: 10oC

THINNING: Normally not necessary

SPREADING RATE: Normally 4 - 8m2/litre. Consumption will be higher if surface profile 

is rough and the substrate is porous 

OVER-COATING TIME: Normally 2-3 hours, depending on temperature and humidity 

and substrate

DRYING TIME: Touch dry in 30 minutes under normal drying conditions

CLEAN-UP: Cold water



HEALTH & SAFETY

This product is waterbased, non-flammable and low toxicity.  Prevent contact with skin and eyes.  
Spills can be removed with water or by using sand to absorb the paint.  Once dry it can be 
disposed of in the normal way.  Dry paint can be removed from skin by using warm water and 
soap.  Provide adequate ventilation when using this product in confined areas.

Revision A
All data given and statements and recommendations made herein are base upon our research and experience and are 
believed to be accurate. However, no guarantee of their accuracy is made or applied. This data specification supersedes 
all other issues.
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Email: hitchins@hitchins.com

APPLICATION

Material should be stirred thoroughly before use.  Application can be done by brush
or roller.

The application rate varies depending on the type and porosity of the substrate, and 
weather condition.  Under normal circumstances, Sealflex Primer is applied at a 
coverage of 4 - 8 m2/litre per coat.

If the substrate is very rough and porous, an additional coat of primer may be necessary.

DRYING & OVER COATING

Drying time depend on weather condition, humidity and type of substrate.  
Normally, Sealflex Primer will be dry to touch around 30 minutes.
Over-coating can normally be done after 2 hours.


